0.How to connect chip with a Nu-Link.
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1. Install NuMicro ICP Programming Tool 3.06.7215r.exe

2. Install Nu-Link USB Driver 1.8

i setup - NuMicro ICP Programming Tool —

Completing the NuMicro ICP
Programming Tool Setup
Wizard

Setup has finished installing MuMicro ICP Programming Tool
on your computer. The application may be launched by
selecting the installed icons.

Click Finish to exit Setup.

Install Mu-Link USB Driver 1.8 {optional)

EN: http://forum.nuvoton.com
SC: http://www.nuvoton-mecu.com

3. Launch NuMiicro ICP Programming Tool

i

4, Choose M029 Series

Nuvoton NuMicro ICP Programming Tool 3.06 X ‘

NU VO T O N

Select Language:

English v

Select Target Chip:

NUCD29 Series v

Support Forum

EN: http:/fforum.nuvoton.com
SC: http:fwww.nuveton-mcu.comfforum.php



5.Connect and load file.

Project Chips

Tool

# Nuvoton NuMicro ICP Programming Tool 3.06 - NUC029 Series

@

Connect or Disconnect target chip,we need to connect.

Lan:
o

Chip Connected with Nu-Link (ID: 778884bf)

LDROM:4K, APROM:64K, Data:4K, RAM:4K

a) Please check if the configuration options is correct:
! Disabled configuration bit "SecurityLock”

Continue anyway?

s

7.If you want to do again auto,choose Y

b NUCD29LAN
Part No [ty | UIDAUCID: ...
Load File
LDROM File Name: | CALDROM.bin |
(2R Load APROMbin file e
APROM File Name: b op\HDSW0029M11APROM.bin ‘
size: 50.6K Bytes, checksum: dab2 Offset: 0x I:J
Data Flash File Name: |C:\Data.hex ‘
File not load.
SPROM File Name: CASPROM.hex
File not load. Last Byte: 0x |FF
Config Bits
Setting Config 0: = 0xFFFFFFFF Config 1: = 0xFFFFFFFF < Update History > ~
File Data On-board Flash Offline Flash
LDROM APROM Data Flash SPROM LDROM APROM Data Flash SPROM LDROM APROM Data Flash SPROM Info
000000C0 03 48 85 46 00 FO 48 00 47 05 CO 00 0O A .
00000000: FO OF 00 20 04 20 42 02 DO EF F3 09 80 ® 8 bits
: EF 08 80 4A 10 47 01 99 00 00
000000FD: 0A 48 OB 01 60 60 OB 49 01 60 OB 4A O 16 bits
00000100: 00 21 48 BO 47 OA 48 00 47
FE E7 E7 FE E7 00 01 00 50 O 32 bits
16 00 00 00 00 24 00 00 50
05 B7 00 00 00 30 BS OB 46
20 22 EO OD 46 D5 40 90 42
: 40 40 19 15 46
00000160+ pC 98 07 03 DO
00000170: 09 EO 12 1F 03 EO 0B 78
49 1C D2 B2 01 E0
49 1E F6 E7 10 85
04 46 20 46 10 80 Refresh
06 46 40 24 01 91 hd
Programming e ¥l Choose the APROM o ¥ Start
[JLDROM &4 APROM []Data Flash SPROM [ Contig Options m v
< >
6.Do not need lock,choose Y.
MuMicro ICP Programming Tool X

NuMicro ICP Programming Tool

o Do you want to use batch programming mode?

(Programming will start automatically when new chip connected in
batch programming mode.)

E(N)




